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(57) ABSTRACT

Provided are an image processing program and an image
processing apparatus that support imaging setting in an imag-
ing apparatus. In a focus value display window, temporal
change of a focus value (index value) in an input image is
outputted. A user operates the imaging apparatus with refer-
ence to graph display in the focus value display window to
adjust the focus. The focus value displayed in the focus value
display window indicates a relatively high value in a
“focused” state to a subject such as a work. In the focus value
display window, a maximum focus value indicating bar is
displayed in association with a focus value indication. The
user adjusts the focus state in the imaging apparatus so that
the focus value indication “approaches” or “exceeds” this
maximum focus value indicating bar as much as possible.

15 Claims, 17 Drawing Sheets

2. LUMINANCE VALUE ACOUISITON [

WEASURENENT AREA T OuTPUT |
PARAMETERS SETTING | PARAMETERS

DURING THROUGH

320~—{| MAGE DISPLAY

DISPLAY
SWITCH |
DISPLAY

LUMINANCE ADJUSTMENT

L)
33677
38—

ﬂ—vv

330} 332

Rl e

EFFECTVEPRELS: 334 ——- 932247

DETERMINATION CONDITION

P B w0

POXEL

AVERAGE 34 1a000s #3845
340 —1 TR w2l
mﬁm& 346~137.0356 p—347
e w0l

Baverace 3481250823 — 349
B 024 22 5

CAPTURE >




US 9,241,106 B2

Page 2
(51) Int.ClL 2005/0195291 Al* 9/2005 Kubo ....ccocvvvvvennrnnn 348/229.1
GOIN 21/89 (2006.01) 2006/0056733 Al 3/2006 Minakuti et al.
2006/0129353 Al* 6/2006 Hattorietal. .............. 348/229.1
gzj% gj;;g (388281) 2008/0278618 Al  11/2008 Matsumoto et al.
( 01) 2009/0174795 Al* 7/2009 Katoetal. .......ccceouenn. 348/234
GO6T 1120 (2006.01)
. FOREIGN PATENT DOCUMENTS
(56) References Cited
Jp 2003-255217 10/2003
U.S. PATENT DOCUMENTS 1P 2006-085258 3/2006
Jp 2008-276115 A 11/2008

2003/0059105 Al 3/2003 Hirose et al. . .
2004/0036792 Al 2/2004 Moriya et al. * cited by examiner



U.S. Patent Jan. 19, 2016 Sheet 1 of 17 US 9,241,106 B2

102

100

Ll — 8

oza —
43
P Elouw
) zoy
L§ 803

L
-
FOCUS

]
l

FIG 1 |



U.S. Patent US 9,241,106 B2

Jan. 19, 2016 Sheet 2 of 17

| 110 112
| MAIN IMAGE | | HARD | |
| oY MEMORY BUFFER [ [ '7%® | Disk | |
| 128 |
§ & { { i
118 120 122 124 126
L | weur DISPLAY PLC | | COMMUNICATION | | DATAREADER |!
:  INTERFACE| | CONTROLLER | [NTERFACE|| INTERFACE MWRITER |1
3 7 |
104 102 5 v 106
KEYBOARD| { DISPLAY PLc | PCANDTHE |VEMORY
Ve CARD




US 9,241,106 B2

Sheet 3 0f 17

Jan. 19, 2016

U.S. Patent

s w moﬂ o u_ _ JHNLAYD

086 —

vmm//./;

kil

T30NVO HO d13H

[-]oo0’sez -[oogc” ] —
. A

67E— tesusei<<—QpE ovIvE
[~[ooossz___]-[~[o000 |
LYE~—A sseeie1<—Qpp 9w

INIJWLSNrav IONVNINNTY

R e 1-{+-J000"0 | ”m:._<>L.|\)\\l 0yt
GPE——A vogeart IOVHINY Y
SSppe qaxKd
(<o) ETm0000 .y o 3403553
NOILIANOQD NOILYNIWY313g”
LYTTEE <=—~_pEE ST IMLDI4I
JONVY
[fogz___I-[-Jog 1 3oNVNIWNT3NLD3443
768 —i—4—0€¢
\LO\W
8¢t
L1 .—9¢e
zt6 \\
000}

AV14SIQ AVdSIO 3OV T~ 0ZE
) _HOLIMS HONOX¥HL ONINNA
AV1dSIQ-
SYILINVEVA | ONILL3S SYILINYUYA
v Lndino R AT
-/ / | NOILISINDOY 3VIVA JONVNINNT _N/ m mv\H\
00¢ (443 81c P AR ¢ie



U.S. Patent Jan. 19, 2016

FIG. 4

LUMINANCE

Sheet 4 of 17

US 9,241,106 B2

330

[ ADJUSTMENT

332

T 3305

1 —338

EFFECTIVE LUMINANCE
RANGE:
EFFECTIVE PIXELS:

Y

301.-

230]...

334 —= 93.2247




US 9,241,106 B2

Sheet 5 0f 17

Jan. 19, 2016

U.S. Patent

144 & 4 4

[~]oez

|

:813XId IAILD3T43
‘JONVY

] 30NVNINNT 3AILD343

FA %
L%l § e “l
LU S | N
= M0
.......................... L

B L L T T Y T Y Y T PV -s.:c:::-:-:-‘..o:}

LOEE

oce—"

INIWLSNray -~
JONVYNIANT

VG Old




US 9,241,106 B2

Sheet 6 of 17

Jan. 19, 2016

U.S. Patent

9960°SS SEXdINLHT |
FONVY

|

oz 1-[~ToE ] JONVNWMIALO3LH

Y Y N A L Y T T P :-xnlnncolrntlannnonn..rllll-*nloon-

10EC

Y N \Qs:.
1'6g PN
" =T 41009

ool

T L T L L L LT P TP PRI T PY Y

-

7 LNIWLSNray -
JONVNINNT
0ce

g9 9ld



US 9,241,106 B2

Sheet 7 of 17

Jan. 19, 2016

U.S. Patent

0ge~"

\.

LYTTEB
[logg  |-~Joe |

STEXd LA
JONVY
JONVNINMTIALLO343

jeemevrvgvansasmunruvrnarssactTR e TR R AL REYY

2't6

jevnssaansnunancesasananrINuses N e v YV sate TN FU TSRS AAN NUNN NS U DO RO NN Y

ool

0ge—"

ININLISNIrAV -
JONVNINNT

o4 Old



US 9,241,106 B2

Sheet 8 of 17

Jan. 19, 2016

U.S. Patent

NOILIONOD NOILYNINY3L3A
o#wl/ &
LNNONILLZS
NOLLIINOD
NOLVNIANEL3A
NN .T_ INA
ONINWRELTA ONLYINO VO |
A REL N
VNS BENYg
vez- zse
N e INA
ONNIRELI ONLYINO WD
I J I [
v _&umzm@ T = ERNEEALY FREND
-~ e NOWNIRELTA fe—]  v22 22z~
AYIdSIa viva Sy
= | lowinaza— lowinem
~ - TN=TEW | ONIYIN
vve ZZN N e 0 VR
N VA e
vz~ z1z-
ONININRLTQ|_ 3 L
LINN I e NN LINN - -
JOVHOLS N R ONININYILIA e— ONILYIND TV o ¥3HH0E ke
AOLSIH | L3 JONVYNINNT JONYNINAT o
01z~ ~_, 802~ 90z - ‘_, voz—" 20z~
. ‘ JONVY ]
001 JONYNINNT 3AILDTH43 | 9 Ol



U.S. Patent Jan. 19, 2016 Sheet 9 of 17 US 9,241,106 B2

F I G 7 LUMINANCE ADJUSTMENT
S C )

-S100
ACQUIRE INPUT IMAGE
v 5102
ACQUIRE SET EFFECTIVE LUMINANCE RANGE
, 5104
CALCULATE EFFECTIVE LUMINANCE VALUE
$106
SEQUENTIALLY STORE CALCULATED EFFECTIVE
LUMINANGE VALUE

) 5108

CALCULATEAVERAGE VALUE OF RDENSITY VALUES,
AVERAGE VALUE OF G DENSITY VALUES, ANDAVERAGE
VALUE OF BDENSTTY VALUES, RESPECTIVELY

" _S110

ACQUIRE SET DETERMINATION CONDITION

St112

CALCULATED EFFECTIVE LUMINANCE VALUE,
AVERAGE VALUE OF RDENSITY VALUES,
AVERAGE VALUE OF G DENSITY VALUES, AND
AVERAGE VALUE OF B DENSITY VALUES SATISFY
DETERMINATION CONDITION?

_s114 _S116
DISPLAY LUMINANCE ADJUSTMENT DISPLAY LUMINANCE ADJUSTMENT
SCREEN INASPECT SHOWING "OK SCREEN INASPECT SHOWING*NG
STATE" STATE”
1 ]
=
g 5118
CHANGE OF EFFECTIVE NO v 5128
LUMINANCE RANGE [SINSTRUCTED? ENDOFLUMNANCE N\ YES
JUSTMENT IS INSTRUCTED}
JYES _s120 5
RECEIVE SETTING OF NEW ' 5128
EFFECTIVE LUMINANCE RANGE | /WHICH OF “THROUGH MODE™ e 7
— AND FREEZE MODE’ IS
122+, Iy SELECTED?
CHANGE OF DETERMINATION \_NO TTROUGHT
CONDITION IS INSTRUCTED? 0
VYES _s124
RECEIVE SETTING OF NEW
DETERMINATION CONDITION
| END




U.S. Patent Jan. 19, 2016 Sheet 10 of 17 US 9,241,106 B2
FIG 8
330A
LUMINANCE
[ ADJUSTMENT
.............................. ¥
1000 932 [1T—336
3301 1338
Z
160
\. 3302
\. g
..... i
W ninalsisiisisiiahdit 332
EFFECTIVE LUMINANCE | ST 2l 1F
RANGE:
LEFFECTIVE PIXELS: 334 —= 93.2247




US 9,241,106 B2

Sheet 11 of 17

Jan. 19, 2016

U.S. Patent

< _u mm&no“snu _ JHNLAYD ~

z6e

T3ONVO plel

068 —

¢8¢€

\

v9€

J

d713H

{ N

L[> ] omesorse 71

AMIVA SNO04

NOL
—7 NOLLIINOO NOLLYNING3L30

3INVA
WNAIXY 1353

*

9981904

|

16 FNv.mo—

MIVA WNRIXYA

-307A SNJ04

“
oLe

(

¢9¢

— 08¢

——09¢

89¢
99¢

——0¢¢

— INIWLSNCQY SND04 4

AvidsSid AVdSIQ 3OV T
) _HOLIMS HONOYHL ONINNA

L AVIdSIQ -
SY31TWvEvd | ONILLTS SUILINVHYD 7
1NdLno RELN [ ININUNSYIN A
/ | | NOILISINDOY 3TVA JONVNIIT Z

208 [XAY 91¢ 1412

zie 6 Of4



U.S. Patent Jan. 19, 2016 Sheet 12 of 17 US 9,241,106 B2

FIG 10
360
FOCUS
- ADJUSTMENT -
{66 105.2
368 -~
)
3601
3JG2
[ — 370
FOCUS VALUE: 1052151 e AXlMUM/
MAXIMUM VALUE: 106.1866 VALUE
/
(

364



US 9,241,106 B2

Sheet 13 0of 17

Jan. 19, 2016

INTVA o
WANXYIN 1353 SLZLIL .mS.._<> WNINIXYN
62449 ANTVYA SNO0A
L9 .. )x.\rk( o .M.MM
, 008
S e et e anans AL

INIFNLSNray -

U.S. Patent

0og \ SNO04

Vil Old



US 9,241,106 B2

Sheet 14 of 17

Jan. 19, 2016

U.S. Patent

INTVA

WNNIXVIA L3S3Y

E1e7 901 - 3NTVA WNWIXYN
o1Leze  ‘3NMVA SNOOAS

nnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnnn

A
o o
\ \ INIWLSNrav-
09¢ S x<Wn_ SNo04
gLl 9Old



US 9,241,106 B2

Sheet 15 0of 17

Jan. 19, 2016

U.S. Patent

05—

INVA
WANIXYIN LIST

-

9981°90% 3N VA WNWIXVI
1612601 3NIVA SNO04

INIJWNLSNray -
SNO04

oLl Old



US 9,241,106 B2

Sheet 16 of 17

Jan. 19, 2016

U.S. Patent

viva
AV1dSId

-g—

|

LINN ONILL3S
NOILIONOD
NOLLYNIWY3.13d

NOILIANOO NOILYNIWYZ13d

T @

1INN

09z
¥

ONININY3L3a
3ANTVA SNO04

LINN

4

ONINIVLIY
AV3ad

ggz -

1INN
ONILVYINIO
Viva Avidsid

1INN

AYO1SH

20z

95z~

s
we— JOVHOLS A.I'Flnl.

3ANTVA SNO04

1383

1INN
ONILYTINOTVO
ANTVA SNO04

c— 434404

JOVAI
1NdNI

psz~

26z

¢l Old



U.S. Patent Jan. 19, 2016

FIG. 13

Sheet 17 of 17

(FOCUSADJUSTVENT)

~S200

INITIALIZE MAXIMUM FOCUS VALUE

©

~S202

ACQUIRE INPUT IMAGE

¥

8204

CALCULATE FOCUS VALUE

i

~S5206

CHRONOLOGICALLY STORE CALCULATED FOCUS VALUE

5208

CALCULATED FOCUS VALUE EXCEEDS
CURRENT MAXIMUMFOCUS VALUE?

YES

5210

UPDATE MAXIMUM FOCUS VALUE TO CALCULATED FOCUS VALUE

-

>40__.

US 9,241,106 B2

8212
ACQUIRE SET DETERMINATION CONDITION
5214
YES _~CALCULATED FOCUS VALUE SATISFIES™\_ NO
DETERMINATION CONDITION?
| 5216 8218
DISPLAY FOCUSADJUSTMENT SCREEN DISPLAY FOCUSADJUSTMENT SCREEN
INASPECT SHOWING “OK STATE" INASPECT SHOWING ‘NG STATE'
I ]
: ¢ ~S220
CHANGE OF DETERVINATIONS_NO y S22
CONDITIONISINSTRUCTED? £ND OF FOCUSADJUSTMENT N YES
,|,YE S _s222 ISINSTRUCTED? |
~
RECEIVE SETTING OF NEW NO s226
DETERMINATION CONDITION GH FREEZE'

| WHICH OF THROU
MODE' AND FREEZE MODE''S

SELECTED?

éTHROUGH”

END




US 9,241,106 B2

1
IMAGE PROCESSING APPARATUS AND
IMAGE PROCESSING METHOD, AND
COMPUTER-READABLE STORAGE
MEDIUM STORAGE IMAGE PROCESSING
PROGRAM

CROSS-REFERENCE TO RELATED PATENT
APPLICATIONS

Japan Priority Application 2009-198408, filed Aug. 28,
2009 including the specification, drawings, claims and
abstract, is incorporated herein by reference in its entirety.
This application is a Divisional of U.S. application Ser. No.
12/870,730, filed Aug. 27, 2010, incorporated herein by ref-
erence in its entirety.

BACKGROUND OF THE INVENTION

1. Technical Field

The present invention relates to an image processing appa-
ratus to support imaging setting in an imaging apparatus, and
an image processing method of the same, and a computer-
readable storage medium storing an image processing pro-
gram.

2. Related Art

In the FA (Factory Automation) field and the like, as an
apparatus to optically check the presence or absence of a
defect or contamination on an object to be measured such as
a work, to optically measure a size thereof and the like, and to
optically recognize a character, a graphic and the like on the
object to be measured, a so-called visual sensor has been put
into practical use. The visual sensor performs various types of
image processing to an input image obtained by imaging the
object to be measured to thereby output the processing results
as described above.

When the visual sensor is set in an actual manufacturing
floor or the like, proper image setting needs to be made for the
imaging apparatus. As a typical example of the imaging set-
ting, adjustment of a diaphragm amount (luminance), and
focus (a focal position) has been known. That is, in order to
increase accuracy of the image processing, the adjustment of
the diaphragm amount in accordance with an imaging envi-
ronment (lighting environment), and the adjustment of the
focus in accordance with a position relationship between the
imaging apparatus and the object to be measured are impor-
tant.

For example, in Japanese Unexamined Patent Publication
No. 2003-255217 (Patent Document 1), there is disclosed a
focus adjustment apparatus in which indexes (focus indexes)
representing sharpness of two peaks to white and black in a
monochrome test pattern are calculated for image data
obtained by imaging the white and black test pattern, by
which a movement direction on an optical axis of a lens is
determined.

Moreover, in Japanese Unexamined Patent Publication No.
2006-85258 (Patent Document 2), there is disclosed an image
comparison apparatus and the like in which when a plurality
of'images photographed by a digital camera are displayed for
comparison, evaluation values for use in comparison evalua-
tion (information of high-frequency component, information
of'an exposure amount, information of a chromaticity value,
information of a blurring amount and the like) are displayed.

SUMMARY

However, it is difficult to employ a focus adjustment appa-
ratus using a test pattern as disclosed in Patent Document 1, in
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the FA field and the like. This is because time and man-hours
are needed for arrangement and imaging of the test pattern,
and on a line where various types of manufacturing are per-
formed, even if focus is adjusted using a test pattern, the focus
may become improper once the object to be measured is
replaced.

Moreover, the image comparison apparatus disclosed in
Patent Document 2 can only compare the image data after
imaging with ease, and it does not provide a function of
adjusting the focus of the imaging apparatus, based on a
comparison result.

Consequently, the present invention has been devised to
solve the problems described above, and an object thereof is
to provide an image processing program and an image pro-
cessing apparatus that support imaging setting in an imaging
apparatus.

In accordance with one aspect of the present invention,
there is provided an image processing apparatus connected to
an imaging apparatus capable of changing imaging setting.
The image processing apparatus includes an input unit that
takes in an input image acquired by the imaging apparatus, a
calculation unit that calculates an index value for evaluating
an imaging state in the input image, and an output unit that
outputs the index value calculated latest, and the index value
calculated before the index value calculated latest.

Preferably, the output unit outputs a history of temporal
change of the index value.

More preferably, the image processing apparatus further
includes a retention unit that retains a maximum value of the
index values respectively calculated for a plurality of input
images sequentially taken in by the image input unit. The
output unit displays a graph of the index value on a time axis
as the history of the temporal change of the index value, and
performs display to indicate a position of the maximum value
on the graph.

More preferably, the output unit further outputs the input
image acquired by the imaging apparatus.

More preferably, a computer is connected to the display
apparatus, the output unit displays, on the display apparatus,
the maximum value and the input image acquired by the
imaging apparatus alongside.

Preferably, the image processing apparatus further
includes a determination condition input unit that receives a
determination condition concerning the index value, and a
determination unit that determines whether or not the index
value calculated latest satisfies the determination condition,
and the output unit switches an output aspect in accordance
with a determination result by the determination unit.

Preferably, the index value is a value indicating an adjust-
ment degree of a diaphragm amount or focus of the imaging
apparatus.

In accordance with another aspect of the present invention,
there is provided a computer-readable storage medium in
which an image processing program to be executed in a
computer connected to an imaging apparatus capable of
changing imaging setting is stored. The imaging processing
program causes the computer to function as an image input
unit that takes in an input image acquired by the imaging
apparatus, a calculation unit that calculates an index value for
evaluating an imaging state in the input image, and an output
unit that outputs the index value calculated latest and the
index value calculated before the index value calculated lat-
est.

According to the present invention, by supporting the
imaging setting in the imaging apparatus by the user, optimal
imaging setting can be easily performed.



US 9,241,106 B2

3
BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1is a schematic diagram showing an overall configu-
ration of a visual sensor system 1 including an image pro-
cessing apparatus according to an embodiment of the present
invention;

FIG. 2 is a schematic configuration diagram of the image
processing apparatus according to the embodiment of the
present invention;

FIG. 3 is a diagram showing one example of a luminance
adjustment screen provided by the image processing appara-
tus according to the embodiment of the present invention;

FIG. 4 is an enlarged diagram of a luminance display
window shown in FIG. 3;

FIGS. 5A, 5B, 5C are diagrams each showing an example
of luminance adjustment using the luminance adjustment
screen shown in FIG. 3;

FIG. 6 is a block diagram showing a control structure to
provide the luminance adjustment screen according to the
embodiment of the present invention;

FIG. 7 is a flowchart showing a processing procedure con-
cerning luminance adjustment according to the embodiment
of the present invention;

FIG. 8 is a diagram showing a display example of a lumi-
nance display window according to a modification of the
embodiment of the present invention;

FIG. 9 is a diagram showing one example of a focus adjust-
ment screen provided by the image processing apparatus
according to the embodiment of the present invention;

FIG. 10 is an enlarged diagram of a focus value display
window shown in FIG. 9;

FIGS. 11A, 11B, 11C are diagrams each showing an
example of the focus adjustment using the focus adjustment
screen shown in FIG. 9;

FIG. 12 is a block diagram showing a control structure to
provide the focus adjustment screen according to the embodi-
ment of the present invention; and

FIG. 13 is a flowchart showing a processing procedure
concerning the focus adjustment according to the embodi-
ment of the present invention.

DETAILED DESCRIPTION

Hereinafter, a preferred embodiment of the present inven-
tion will be described with reference to the drawings. The
same reference numerals are given to the same or correspond-
ing portions in the figures without repeating their description.

<Overall Apparatus Configuration>

FIG. 1is a schematic diagram showing an overall configu-
ration of a visual sensor system 1 including an image pro-
cessing apparatus 100 according to an embodiment of the
present invention.

Referring to FIG. 1, the visual sensor system 1 is incorpo-
rated in a production line or the like to check the presence or
absence of a defect or contamination on an object to be
measured 2 (hereinafter, also referred to as a “work 2”), to
measure a size thereof and the like, and to recognize a char-
acter, a graphic and the like on a surface thereof. As one
example, in the present embodiment, the works 2 are con-
veyed by a conveyance mechanism 6 such as a belt conveyer
to sequentially be imaged by an imaging apparatus 8. Image
data obtained by the imaging apparatus 8 (hereinafter, also
referred to an “input image”) is transmitted to the image
processing apparatus 100. A lighting mechanism that applies
light to the work 2 to be imaged by the imaging apparatus 8
may be further provided.
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Arrival of the work 2 at an imaging range of the imaging
apparatus 8 is detected by a photoelectric sensor 4 arranged at
both ends of the conveyance mechanism 6. Specifically, the
photoelectric sensor 4 includes a light receiving part 4a and a
floodlight part 45 that are arranged on the same optical axis,
and detects the arrival of the work 2 by detecting in the light
receiving part 4a that light emitted from the floodlight part 45
is shielded off by the work 2. A detection signal of this
photoelectric sensor 4 (hereinafter, also referred to as a “trig-
ger signal”) is outputted to a PLC (Programmable Logic
Controller) 5.

The PLC 5 receives the trigger signal from the photoelec-
tric sensor 4 or the like, and performs control over the con-
veyance mechanism 6 itself.

The visual sensor system 1 further includes the image
processing apparatus 100, a display 102, and a keyboard 104.
The image processing apparatus 100 is connected to the PL.C
5, the imaging apparatus 8, the display 102 and the keyboard
104.

The image processing apparatus 100 has a measurement
mode in which various types of image processing are
executed to the work 2, and an adjustment mode to perform
various types of adjustment such as imaging setting. In the
measurement mode, the image processing apparatus 100,
upon receiving the trigger signal from the photoelectric sen-
sor 4 through the PL.C 5, gives an imaging instruction to the
imaging apparatus 8. In response to this imaging instruction,
an input image obtained by the imaging apparatus 8 imaging
the work 2 is transmitted to the image processing apparatus
100. As an alternative processing method, the imaging appa-
ratus 8 is caused to continuously perform the imaging, and in
response to the reception of the trigger signal, the image
processing apparatus 100 may take in only a necessary input
image.

The imaging apparatus 8, as one example, includes, in
addition to an optical system such as lenses, an imaging
element segmented into a plurality of pixels, such as a CCD
(Coupled Charged Device) and a CMOS (Complementary
Metal Oxide Semiconductor) sensor. The imaging apparatus
8 has a mechanism capable of changing the imaging setting.
As this imaging setting, there are a diaphragm amount (lumi-
nance), focus, detection sensitivity (ISO sensitivity), expo-
sure time, shutter speed and the like. In the imaging apparatus
8 according to the present embodiment, as the typical imaging
setting, the diaphragm amount (luminance) and the focus can
be changed. The present invention can be applied to the imag-
ing apparatus 8 in which at least one item of the items of the
imaging setting can be changed.

More specifically, the imaging apparatus 8 includes the
optical system having a diaphragm amount adjustment func-
tion and a focus adjustment function. That is, to the imaging
apparatus 8 are attached a ring for the diaphragm amount
adjustment and a ring for the focus adjustment. In the adjust-
ment mode, the image processing apparatus 100 performs
processing described later to thereby display an information
screen to support the adjustment of the diaphragm amount
(luminance) and/or the focus for a worker (user). That is, the
user adjusts the imaging apparatus 8, based on index values
for evaluating an imaging state in the input image acquired by
the imaging apparatus 8, which are displayed on the display
102 or the like, so that the diaphragm amount (luminance)
and/or the focus have optimal values.

The image processing apparatus 100 is a computer having
a versatile architecture, and executes a program installed in
advance to thereby provide various functions described later.
When the versatile computer is used, an OS (Operating Sys-
tem) to provide basic functions of the computer may be
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installed in addition to an application to provide functions
according to the present embodiment. In this case, the pro-
gram according to the present embodiment may call neces-
sary modules in a predetermined order at predetermined tim-
ing among program modules provided as a part of the OS, and
cause them to execute the processing. That is, the program
itself according to the present embodiment does not include
the modules, and the processing is executed in cooperation
with the OS. For the program according to the present
embodiment, the form of not including a part of the modules
may be employed.

Furthermore, the program according to the present
embodiment may be incorporated in a part of another pro-
gram to be provided. In this case as well, the program itself
does not include the modules included in the other program
combined as described above, and the processing is executed
in cooperation with the other program. That is, as the program
according to the present embodiment, the form of being
incorporated in the other program may be employed.

Note that a part or the whole of functions provided by
execution of program may be implemented as dedicated hard-
ware circuitry.

FIG. 2 is a schematic configuration diagram of the image
processing apparatus 100 according to the embodiment of the
present invention. Referring to FIG. 2, the image processing
apparatus 100 includes a CPU (Central Processing Unit) 110
as an arithmetic operation processor, a main memory 112 and
a hard disk 114 as storage units, and a camera interface 116,
an input interface 118, a display controller 120, a PLC inter-
face 122, a communication interface 124, and a data reader/
writer 126. These units are connected to one another through
a bus 128 so as to enable data communication.

The CPU 110 develops the program (codes) stored in the
hard disk 114 to the main memory 112, and executes the same
in a predetermined order to conduct various arithmetic opera-
tions. The main memory 112 is typically a volatile storage
apparatus such as a DRAM (Dynamic Random Access
Memory), and retains the input image acquired by the imag-
ing apparatus 8, data indicating a processing result of the
inputimage, work data and the like, in addition to the program
read out from the hard disk 114. Moreover, the hard disk 114
is a non-volatile magnetic storage apparatus, and stores vari-
ous setting values and the like in addition to the programto be
executed in the CPU 110. The program installed in this hard
disk 114 is distributed in a state stored in the memory card 106
or the like, as described later. In addition to the hard disk 114
or in place of the hard disk 114, a semiconductor storage
apparatus such as a flash memory may be employed.

The camera interface 116 mediates data transmission
between the CPU 110 and the imaging apparatus 8. More
specifically, the camera interface 116 can be connected to the
one or more imaging apparatus 8, and includes an image
buffer 1164 to temporarily accumulate image data from the
respective imaging apparatuses 8. When the data of the input
image of at least one frame is accumulated in the image buffer
1164, the camera interface 116 transfers the accumulated data
to the main memory 112. Moreover, the camera interface 116
gives the imaging instruction to the imaging apparatus 8 in
accordance with an internal command issued by the CPU 110.

The input interface 118 mediates data transmission
between the CPU 110 and an input apparatus such as the
keyboard 104, a mouse and a touch panel. That is, the input
interface 118 receives an operation instruction given by the
user operating the input apparatus.
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The display controller 120 is connected to the display 102
which is a typical example of a display apparatus, and notifies
the user of a result of the image processing and the like in the
CPU 110.

The PLC interface 122 mediates data transmission
between the CPU 110 and the PLC 5. More specifically, the
PLC interface 122 transmits, to the CPU 110, information
concerning a state of production line controlled by the PLC5,
information concerning the work and the like.

The communication interface 124 mediates data transmis-
sion between the CPU 110 and another personal computer, a
server apparatus and the like, which are not shown. The
communication interface 124 is typically made of the Ether-
net (registered trademark), a USB (Universal Serial Bus) and
the like. As described later, in place of the form of installing,
in the image processing apparatus 100, the program stored in
the memory card 106, the program downloaded from a deliv-
ery server or the like may be installed in the image processing
apparatus 100 through the communication interface 124.

The data reader/writer 126 mediates data transmission
between the CPU 110 and the memory card 106 as a storage
medium. That is, the program executed in the image process-
ing apparatus 100, and the like are distributed in a state stored
in the memory card 106, and the data reader/writer 126 reads
the program from this memory card 106. Moreover, in
response to an internal instruction of the CPU 110, the data
reader/writer 126 writes, in the memory card 106, the input
image acquired by the imaging apparatus 8 and/or the pro-
cessing result and the like in the image processing apparatus
100. The memory card 106 is made of a versatile semicon-
ductor storage apparatus such as a CF (Compact Flash) and an
SD (Secure Digital), a magnetic storage medium such as a
flexible disk, an optical storage medium such as a CD-ROM
(Compact Disk Read Only Memory), or the like.

Moreover, another output apparatus such as a printer may
be connected to the image processing apparatus 100 as
needed.

<Outline>

The image processing apparatus 100 according to the
present embodiment has the measurement mode and the
adjustment mode. This measurement mode is a mode in
which the work is imaged at proper timing and the preset
image processing is sequentially applied to the input image
obtained by the imaging. In contrast, the adjustment mode is
a mode to set various types of image processing and the like.

The processing described below supports the adjustment of
diaphragm amount (luminance) and/or the focus, which is
typical examples of the image setting, and is basically pro-
vided in the adjustment mode. When the lighting environment
changes during measurement (for example, when sunlight is
used as illuminating light), these support functions may be
enabled to be executed in the measurement mode.

More specifically, the image processing apparatus 100 cal-
culates the index values for evaluating the imaging state in the
input image acquired by the imaging ofthe imaging apparatus
8 to output adjustment support screens including these index
values. Since on these index values, right and wrong of the
imaging setting of the imaging apparatus is reflected, the user
adjusts the image setting of the imaging apparatus 8 so that
the displayed index values indicate more optimal values,
thereby allowing the user to easily perform the optimal image
setting for the imaging apparatus 8.

<1. Luminance Adjustment>

(a. User Interface)

FIG. 3 is a diagram showing one example of a luminance
adjustment screen 300 provided by the image processing
apparatus 100 according to the embodiment of the present
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invention. FIG. 4 is an enlarged diagram of a luminance
display window shown in FIG. 3.

Referring to FIG. 3, the image processing apparatus 100
causes the display 102 (FIG. 1) or the like to display a lumi-
nance adjustment screen 300.

Referring to FIG. 3, the image processing apparatus 100
according to the present embodiment, in the adjustment
mode, provides a screen on which tabs of “measurement
parameters”, “area setting”, and “output parameters” 312,
314, 316 can be selected. On this screen, once the tab 312 of
the “measurement parameters” is selected, the luminance
adjustment screen 300 as shown in FIG. 3 is provided.

The luminance adjustment screen 300 includes a display-
method change window 320, a luminance display window
330, and a determination condition setting window 340, and
an image display window 350.

In the image display window 350, the input image acquired
by the imaging of the imaging apparatus 8 is displayed. As
described later, in accordance with a setting value in the
display-method change window 320, an aspect in which
images obtained by repeatedly imaging the work with a pre-
determined period by the imaging apparatus 8 are sequen-
tially displayed (hereinafter, also referred to as a “through
mode”), and an aspect in which an image obtained by the
imaging apparatus 8 imaging the work at certain timing is
statically displayed (hereinafter, also referred to as a “freeze
mode”) can be selected.

In an overall display window 352, the input image acquired
by the imaging of the imaging apparatus 8 is displayed as in
the image display window 350. However, in the overall dis-
play window 352, the whole of the target input image is
displayed independently from a display range in the image
display window 350. Furthermore, in accordance with a user
operation (scale up or scale down, and the like) to a display
control icon group 354, the display range and a display accu-
racy of the input image displayed in the image display win-
dow 350 are changed.

In the display-method change window 320, a display
switching button 322 is selectably arranged. When this dis-
play switching button 322 is selected, the through mode and
the freeze mode are alternately switched. That is, whether or
not the input image displayed in the overall display window
352 is sequentially updated is changed. When the freeze
mode is selected, it is preferable to stop the update of the
luminance display window 330, which will be described later.
Moreover, in the display-method change window 320, the
mode currently selected is displayed.

In the luminance display window 330, a ratio of the pixels
whose luminance is within an effective range in the input
image acquired by the imaging of the imaging apparatus 8 is
sequentially displayed in a graph. That is, in the luminance
display window 330, temporal change of a percentage of the
pixels whose luminance is within the effective range (herein-
after, also referred to as an “effective luminance range”) to the
plurality of pixels making up the input image is displayed in
the graph.

The luminance display window 330 includes an effective
luminance range control 332, and the user performs an opera-
tion to the effective luminance range control 332 to thereby
set the effective luminance range. That is, the effective lumi-
nance range control 332 receives a condition for evaluating a
state of the luminance in the input image acquired by the
imaging of the imaging apparatus 8. In an example of FIGS.
3 and 4, as the effective luminance range, an example in
which a lower limit value is set to “30”, and an upper limit
value is set to “230” is shown.
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As shown in FIG. 4, a horizontal axis of the graph dis-
played in the luminance display window 330 indicates time,
and a vertical axis indicates the percentage of the number of
the pixels having the luminance within the preset effective
luminance range (range defined by the lower limit value and
the upper limit value set by the effective luminance range
control 332) to the total number of pixels included in the input
image (hereinafter, the percentage is also referred to as an
“effective luminance value”). That is, an effective luminance
value corresponds to the index value for evaluating the imag-
ing state in the input image. Specifically, the effective lumi-
nance value is calculated in accordance with the following
equation (1).

The effective luminance value=(the number of the
pixels whose luminance is within the effective
luminance range among the pixels included in

the input image)/(the total number of the pixels
included in the input image)

M

In a space defined by the horizontal axis and the vertical
axis, an effective luminance value indication 3301 indicating
the effective luminance value is graphically displayed
sequentially. A logical range of the vertical axis is “0%” to
“100%”. This effective luminance value is calculated in
accordance with the update of the input image to be sequen-
tially updated. While in FIG. 4, the example in which the
range of the vertical axis is “0%” to “100%” is shown, a
noteworthy range, for example, a range of “50%” to “90%”
may be enlarged to be displayed.

More specifically, in the luminance display window 330,
the effective luminance value indication 3301 scrolls to the
left side in a plane of paper as time passes. That is, a latest
resultis displayed on the right side in the plane of paper on the
horizontal axis. Old data of the effective luminance value
indication 3301 that cannot be contained in the luminance
display window 330 is not displayed.

The user operates the imaging apparatus 8 with reference
to the graph display in the luminance display window 330 to
adjust the diaphragm amount. The effective luminance value
displayed in this luminance display window 330 indicates a
relatively low value when the input image is dark in whole (in
the case of underexposure), and when the input image is
relatively light in whole (in the case of overexposure). This
allows the user to intuitively grasp in which direction (a
direction in which incident light is reduced or a direction in
which more light is caused to enter) the diaphragm amount of
the imaging apparatus 8 is to be adjusted while checking the
temporal variation of the effective luminance value indication
3301 in this luminance display window 330. That is, the user
adjusts the diaphragm ring of the imaging apparatus 8 so that
the effective luminance value indication 3301 in the lumi-
nance display window 330 exhibits a higher value.

In this manner, the luminance display window 330 outputs
the effective luminance value (index value) calculated latest,
and the effective luminance value calculated before the effec-
tive luminance value calculated latest.

The luminance display window 330 further includes an
effective luminance value indication 334. The effective lumi-
nance value indication 334 indicates the effective luminance
value at each point. That is, in the effective luminance value
indication 334, the substantially same value as a current value
3305 is indicated. Because of limitation of a display area, the
number of digits of the current value 3305 may be different
from the number of digits of the numerical value indicated by
the effective luminance value indication 334.

In the present embodiment, in addition to sequential indi-
cation of the effective luminance value, whether or not the
calculated effective luminance value satisfies a determination
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condition is evaluated. This determination condition is arbi-
trarily set by the user. Examples of the determination condi-
tion include a condition that the effective luminance value is
within a threshold range, and a condition that an element
value of each of the pixels (typically, a density of each color
in an RGB color indication system) is within an effective
range (hereinafter, also referred to as a “density effective
range”).

The determination condition (threshold range) concerning
the effective luminance value, which is a part of the determi-
nation condition, is indicated as an effectiveness upper limit
indicating bar 336 and an effectiveness lower limit indicating
bar 338 in this luminance display window 330. In the example
shown in FIGS. 3 and 4, the effectiveness upper limit indi-
cating bar 336 is displayed in association with a position of
“100.0%”, and the effectiveness lower limit indicating bar
338 is displayed in association with a position of “60.0%”.
That is, in the case where only the threshold range (threshold
values) concerning the effective luminance value is set as the
determination condition, if the effective luminance value
indication 3301 is located between the effectiveness upper
limit indicating bar 336 and the effectiveness lower limit
indicating bar 338, it is determined that the diaphragm
amount of the imaging apparatus 8 at the time point satisfies
the preset determination condition.

Furthermore, a display aspect of the effective luminance
value indication 3301 may be changed between in the case
where the effective luminance value at each time point satis-
fies the preset determination condition, and in the case where
it does not satisfy the determination condition. That is, the
display is performed so that the user can intuitively grasp
whether the imaging is in an “OK state” where the effective
luminance value based on the input image acquired at each
time point satisfies the determination condition, or in an “NG
state” where it does not satisfy the determination condition. In
the display, the user can immediately determine whether or
not the imaging setting at each time point is proper. The state
may be informed not only visually, but also by various warn-
ing sounds or the like in combination.

As one example, when the determination condition is sat-
isfied, the effective luminance value indication 3301 is dis-
played in “green”, and when the determination condition is
not satisfied, the effective luminance value indication 3301 is
displayed in “red”. Alternatively, when the determination
condition is satisfied, the effective luminance value indication
3301 is “constantly displayed”, and when the determination
condition is not satisfied, the effective luminance value indi-
cation 3301 is “blink-displayed”. In this manner, as the
change of the display aspect, “display color”, “constant dis-
play/blink display”, “blink period” and the like may be com-
bined as needed so that the user can grasp the state at first
glance.

Furthermore, as shown in FIGS. 3 and 4, the current value
3305 may be indicated in association with the effective lumi-
nance value indication 3301 (“93.2%” in the example shown
in FIGS. 3 and 4). This allows the properness of the luminance
adjustment at each time point to be easily grasped.

Referring again to FIG. 3, the determination condition
setting widow 340 includes an effective luminance value
determination condition control 342, average density indica-
tions 344, 346, 348, and density determination condition
controls 345, 347, 349.

The effective luminance value determination condition
control 342 receives setting of the determination condition for
the calculated effective luminance value. That is, the user
operates the effective luminance value determination condi-
tion control 342, by which the threshold range (threshold
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values) of the effective luminance value can be arbitrary set.
Since the higher effective luminance value is preferable, in
the effective luminance value determination condition con-
trol 342, an upper limit value of the threshold range is fixed to
“100%”, and only a lower limit value of the threshold range
can be changed. That is, in the example shown in FIGS. 3 and
4, as the threshold range of the effective luminance value, the
lower limit value is set to “60”, and the upper limit value is set
to “100”. Either of the upper limit value and the lower limit
value of the threshold range may be enabled to be arbitrarily
set.

The density determination condition controls 345, 347,
349 receive setting of the determination conditions for an R
density value, a G density value, and a B density value,
respectively. That is, each of the average density indications
344,346, 348 receives athreshold range of an average density
of the corresponding color (R, G, B). In the present embodi-
ment, the input image obtained by the imaging by the imaging
apparatus 8 is data having 8 bits for each of the colors in the
RGB color indication system. That is, each of the R density
value, G density value and B density value has 256 gradations
of' 0 to 255. In the example shown in FIG. 3, a case where for
any of the density values, a lower limit value of the determi-
nation condition (threshold range) is set to “0”, and an upper
limit value is set to “255” is shown.

Moreover, in the average density indications 344,346, 348,
average values of the R density values, G density values and
B density values are indicated. As calculation targets of these
average values, all the pixels included in the input image may
be included, or only the pixels whose luminance is within the
effective luminance range may be included. These average
values are compared with the determination condition set in
the average density indications 344, 346, 348.

(b. Usage Example)

Next, a usage example of the luminance adjustment screen
300 according to the present embodiment is described. FIGS.
5A to 5C are diagrams each showing an example of the
luminance adjustment using the luminance adjustment screen
300 shown in FIG. 3. In each of FIGS. 5A to 5C, the lumi-
nance display window 330 and the image display window 350
in a certain state of the luminance adjustment screen 300 are
displayed in association with each other.

In FIG. 5A, a case where the user has erroneously adjusted
the imaging apparatus 8 in the direction in which the dia-
phragm amount becomes excessive is shown. In this case, the
effective luminance value indication 3301 of the luminance
display window 330 is found to go down as time passes. That
is, the erroneous adjustment gradually decreases the percent-
age of the number of the pixels included in the effective
luminance range. As a result, in the image display window
350, the dark input image in whole is displayed.

On the other hand, in FIG. 5B, a case where the user has
erroneously adjusted the imaging apparatus 8 in the direction
in which the diaphragm amount becomes too small is shown.
In this case as well, the effective luminance value indication
3301 of the luminance display window 330 is found to go
down as time passes. That is, the erroneous adjustment gradu-
ally decreases the percentage of the number of the pixels
included in the effective luminance range. As a result, the
image display window 350, the light input image in whole is
displayed.

In contrast, in FIG. 5C, a case where the user has adjusted
the diaphragm amount of the imaging apparatus 8 is shown.
Specifically, the user checks the motion (temporal change) of
the effective luminance value indication 3301 while slowly
turning the ring for the diaphragm amount adjustment of the
imaging apparatus 8, and adjusts the diaphragm amount (and
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additionally a lighting amount) to that at a point when the
effective luminance value reaches a peak. In this case, since
with the luminance adjustment by the user, the percentage of
the number of the pixels included in the effective luminance
range gradually increases, the effective luminance value indi-
cation 3301 of the luminance display window 330 is found to
go up as time passes. As a result, in the image display window
350, the input image having a proper luminance is displayed.
That is, the input image suitable for the image processing with
less halation and less black-out can be acquired.

In the luminance display window 330 shown in FIGS. 5A
to 5C, in order to indicate that the effective luminance value
does not satisfy the determination condition (the NG state),
the effective luminance value indication 3301 is displayed by
a dashed line, and in order to indicate that the effective lumi-
nance value satisfies the determination condition (the OK
state), the effective luminance value indication 3301 is dis-
played by a solid line.

(c. Control Structure)

Next, a control structure to provide the luminance adjust-
ment screen 300 is described.

FIG. 6 is a block diagram showing a control structure to
provide the luminance adjustment screen 300 according to
the embodiment of the present invention. Respective blocks
shown in FIG. 6 are provided by the CPU 110 developing the
program (codes) stored in the hard disk 114 to the main
memory 112 to execute. The program stored in the hard disk
114 may include a plurality of modules corresponding to the
blocks shown in FIG. 6. Alternatively, a part or the whole of
the control structure shown in FIG. 6 may be implemented by
dedicated hardware and/or wiring circuitry.

Referring to FIG. 6, the image processing apparatus 100, as
the control structure, includes a buffer 202, a luminance cal-
culating unit 204, a luminance determining unit 206, an effec-
tive luminance value determining unit 208, a history storage
unit 210, an R average value calculating unit 212, an R aver-
age value determining unit 214, a G average value calculating
unit 222, a G average value determining unit 224, a B average
value calculating unit 232, a B average value determining unit
234, a determination condition setting unit 240, a consoli-
dated determination unit 242, and a display data generating
unit 244.

The buffer 202 temporarily accumulates the input image
obtained by the imaging of the imaging apparatus 8. That is,
the buffer 202 takes in the input image acquired by the imag-
ing apparatus 8. This input image has a data structure in which
the respective pixels are defined by the R density value, the G
density value, and the B density value, and the buffer 202
receives access from other sites described later.

The luminance calculating unit 204 calculates the lumi-
nance of each of the pixels included in the input image accu-
mulated in the buffer 202. That is, the luminance calculating
unit 204 calculates the index value for evaluating the imaging
state in the input image. More specifically, if the density
values of the respective pixels are Ri, Gi, Bi {1=<i=N}, the
luminance calculating unit 204 calculates a luminance Li in
accordance with the following equation (2).

Li=axRi+bxGi+cxBi 2)

where a, b, ¢ are transmission constants.

The luminance calculating unit 204 sequentially outputs
the calculated luminance of each of the pixels to the lumi-
nance determining unit 206.

The luminance determining unit 206 determines whether
or not the luminance is within the preset effective luminance
range (see the effective luminance range control 332 of FIG.
3) every time the luminance of each of the pixels of the input
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image is received from the luminance calculating unit 204.
When the luminance determining unit 206 finishes the deter-
mination as to all the pixels included in the target input image,
it calculates the effective luminance value based on the deter-
mination results, and outputs the calculated effective lumi-
nance value to the effective luminance value determining unit
208 and the history storage unit 210.

The effective luminance value determining unit 208 deter-
mines whether or not the effective luminance value received
from the luminance determining unit 206 is within the preset
threshold range of the effective luminance value (see the
effective luminance value determination condition control
342 of FIG. 3). The effective luminance value determining
unit 208 outputs the determination result to the consolidated
determination unit 242. That is, the effective luminance value
determining unit 208 determines whether or not the effective
luminance value (index value) calculated latest satisfies the
determination condition.

The history storage unit 210 sequentially stores the effec-
tive luminance value received from the luminance determin-
ing unit 206. The history storage unit 210 outputs, to the
display data generating unit 244, information indicating tem-
poral change of the effective luminance value from the latest
effective luminance value to the effective luminance value a
predetermined period before.

The R average value calculating unit 212 extracts the R
density values of the respective pixels included in the input
image accumulated in the buffer 202 to calculate an average
value of all the R density values. The R average value calcu-
lating unit 212 outputs the calculated average value of the R
density values to the R average value determining unit 214.

The R average value determining unit 214 determines
whether or not the average value of the R density values
received from the R average value calculating unit 212 is
within the preset threshold range concerning the average
value of the R density values (see the density determination
condition control 345 of FIG. 3). The R average value deter-
mining unit 214 outputs the determination result to the con-
solidated determination unit 242.

The G average value calculating unit 222 and the GG average
value determining unit 224 determine whether or not the
average value of the G density values of the input image
accumulated in the buffer 202 is within the preset threshold
range concerning the average value of the G density values
(see the density determination condition control 347 of FIG.
3). Since detailed processing is similar to that of the R average
value calculating unit 212 and the R average value determin-
ing unit 214, the contents thereof are not repeated.

The B average value calculating unit 232 and the B average
value determining unit 234 determine whether or not the
average value of the B density values of the input image
accumulated in the buffer 202 is within the preset threshold
range concerning the average value of the B density values
(see the density determination condition control 349 of FIG.
3). Since detailed processing is similar to that of the R average
value calculating unit 212 and the R average value determin-
ing unit 214, the contents thereof are not repeated.

The determination condition setting unit 240 sets the deter-
mination condition set by the user (see the determination
condition setting window 340 of FIG. 3) to the corresponding
site. That is, the determination condition setting unit 240
receives the determination condition concerning the index
value.

The consolidated determination unit 242 determines
whether or not the input image accumulated in the buffer 202
satisfies the preset determination condition, based on the
respective determination results from the effective luminance
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value determining unit 208, the R average value determining
unit 214, the G average value determining unit 224, and the B
average value determining unit 234. The consolidated deter-
mination unit 242 outputs the determination result (OK state
or NG state) to the display data generating unit 244.

The display data generating unit 244 generates the display
data for displaying the luminance adjustment screen 300
shown in FIG. 3. More specifically, the display data generat-
ing unit 244 dynamically generates the display contents of the
luminance display window 330, based on the information
indicating the temporal change of the effective luminance
value received from the history storage unit 210, and deter-
mines the display aspect, based on the determination result
received from the consolidated determination unit 242. More-
over, the display data generating unit 244 also generates data
for providing the user interface to set the effective luminance
range and the determination condition.

(d. Processing Procedure)

Next, a processing procedure concerning the luminance
adjustment is described.

FIG. 7 is a flowchart showing the processing procedure
concerning the luminance adjustment according to the
embodiment of the present invention. The processing shown
in FIG. 7 is started by the user performing a predetermined
operation in the adjustment mode.

Referring to FIG. 7, first, the imaging apparatus 8 performs
imaging to thereby acquire the input image (step S100). Sub-
sequently, the image processing apparatus 100 (the CPU 110)
acquires the set effective luminance range (step S102), and
calculates the effective luminance value, based on the
whether or not the luminance of each of the pixels included in
the input image is within the acquired effective luminance
range (step S104). The image processing apparatus 100 (the
CPU 110) sequentially stores the calculated effective lumi-
nance value (step S106).

Subsequently, the image processing apparatus 100 (the
CPU 110) calculates the average value of the R density val-
ues, the average value of the G density values, and the average
value of the B density values for the input image, respectively
(step S108).

Furthermore, the image processing apparatus 100 (the
CPU 110) acquires the set determination condition (step
S110), and determines whether or not the calculated effective
luminance value, the average value of the R density values,
the average value of the G density values, and the average
value of the B density values satisfy the acquired determina-
tion condition (step S112).

If the determination condition is satisfied (if YES in step
S112), the image processing apparatus 100 (the CPU 110)
displays, on the display 102, the luminance adjustment screen
300 including the effective luminance value indication 3301
indicating the temporal change of the effective luminance
value, in the aspect showing the “OK state” (step S114).

In contrast, if the determination condition is not satisfied (if
NO in step S112), the image processing apparatus 100 (the
CPU 110) displays, on the display 102, the luminance adjust-
ment screen 300 including the effective luminance value indi-
cation 3301 indicating the temporal change of the effective
luminance value, in the aspect showing the “NG state” (step
S116).

Thereafter, the image processing apparatus 100 (the CPU
110) determines whether or not the change of the effective
luminance range is instructed (step S118). Ifthe change of the
effective luminance range is instructed (if YES in step S118),
the image processing apparatus 100 (the CPU 110) receives
the setting of the new effective luminance range from the user
(step S120). The processing advances to step S122.
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If the change of the effective luminance range is not
instructed (if NO in step S118), the image processing appa-
ratus 100 (the CPU 110) determines whether or not change of
the determination condition is instructed (step S122). If the
change of the determination condition is instructed Gf YES in
step S122), the image processing apparatus 100 (the CPU
110) receives the setting of the new determination condition
from the user (step S124). The processing advances to step
S126.

If the change of the determination condition is not
instructed (if NO in step S122), the image processing appa-
ratus 100 (the CPU 110) determines whether or not end of the
luminance adjustment is instructed (step S126). If the end of
the luminance adjustment is instructed Gf YES in step S126),
then the processing ends.

In contrast, if the end of the luminance adjustment is not
instructed (if NO in step S126), the image processing appa-
ratus 100 (the CPU 110) determines which of the “through
mode” and the “freeze mode” is selected (step S128).

Ifthe “through mode” is selected (“through” in step S128),
the processing in step S100 and later is repeated. On the other
hand, if the “freeze mode” is selected (“freeze” in step S128),
the processing in step S118 and later is repeated. That is, if the
freeze mode is selected, the work for taking in a new input
image and the calculation processing of the effective lumi-
nance value are ceased.

(e. Modification)

While in the embodiment, the configuration in which tran-
sition in the percentage of the pixels whose luminance is
within the effective luminance range among the pixels
included in the input image is displayed is exemplified, a state
of'the luminance adjustment at each time point may be made
clearer from the user friendly standpoint. In a modification
described below, a configuration in which a percentage of
pixels whose luminance is lower than that in the effective
luminance range, and a percentage of pixels whose luminance
is higher than that in the effective luminance range among the
pixels included in the input image are simultaneously dis-
played is exemplified. The display allows the user to deter-
mine, at first glance, whether the luminance at each time point
is in a dark direction in whole, or in a light direction in whole.

In the image processing apparatus according to the present
modification, since only the display aspect in the luminance
display window included in the luminance adjustment screen
300 is different from that of the image processing apparatus
according to the embodiment, detailed descriptions of the
other configurations and processing are not repeated.

FIG. 8 is a display example of the luminance display win-
dow 330A according to the modification of the embodiment
of the present invention.

Referring to FIG. 8, the luminance display window 330A
according to the present modification includes a first ineffec-
tive luminance value indication 3302 and a second ineffective
luminance value indication 3303 in addition to the effective
luminance value indication 3301 indicating the effective
luminance value. The first ineffective luminance value indi-
cation 3302 sequentially indicates the percentage of the pix-
els whose luminance is higher than that in the preset effective
luminance range among the pixels included in the inputimage
acquired by the imaging of the imaging apparatus 8 (herein-
after, also referred to as a “first ineffective luminance value™).
On the other hand, the second ineffective luminance value
indication 3302 sequentially indicates the percentage of the
pixels whose luminance is lower than that in the preset effec-
tive luminance range among the pixels included in the input
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image acquired by the imaging of the imaging apparatus 8
(hereinafter, also referred to as a “second ineffective lumi-
nance value”).

That is, the first ineffective luminance value and the second
ineffective luminance value are calculated in accordance with
the following equations (3) and (4), respectively.

The first ineffective luminance value=(the number of
the pixels whose luminance is higher than that in
the effective luminance range among the pixels

included in the input image)/(the total number of
the pixels included in the input image)

3

The second ineffective luminance value=(the number
of the pixels whose luminance is lower than that
in the effective luminance range among the pix-
els included in the input image)/(the total number
of the pixels included in the input image)

Q)

Accordingly, at each time point, a sum of the effective
luminance value, the first ineffective luminance value and the
second ineffective luminance value coincides with “100%”.

By referring to the graph display of the first ineffective
luminance value indication 3302 and the second ineffective
luminance value indication 3303 displayed in the luminance
display window 330A shown in FIG. 8, the user can grasp, at
first glance, whether the setting of the luminance at each time
point is in too dark a state or in too light a state. That is, since
if the first ineffective luminance value is relatively high, it
indicates that the number of the pixels each having a lumi-
nance higher than that in the effective luminance range is
relatively large, as a whole, the input image can be determined
to be too light. On the other hand, since if the second ineffec-
tive luminance value is relatively high, it indicates that the
number of the pixels each having a luminance lower than that
in the effective luminance range is relatively large, as a whole,
the input image can be determined to be too dark.

As described above, employing the luminance display win-
dow 330A according to the present modification allows the
user to more accurately adjust the diaphragm amount and the
like of the imaging apparatus 8.

<2. Focus Adjustment>

(a. User Interface)

FIG. 9 is a diagram showing one example of a focus adjust-
ment screen 302 provided by the image processing apparatus
100 according to the embodiment of the present invention.
FIG. 10 is an enlarged diagram of a focus value display
window shown in FIG. 9.

Referring to FIG. 9, the image processing apparatus 100
causes the display 102 (FIG. 1) or the like to display the focus
adjustment screen 302. This focus adjustment screen 302 is
provided by selecting the tab 312 of the “measurement
parameters”.

The focus adjustment screen 302 includes the display-
method change window 320, a focus value display window
360, a determination condition setting window 380, and the
image display window 350. Since among these windows, the
display-method change window 320 and the image display
window 350 are similar to the display-method change win-
dow 320 and the image display window 350 in the luminance
adjustment screen 300 shown in FIG. 3, detailed descriptions
thereof are not repeated.

In the focus value display window 360, a focus value in the
inputimage acquired by the imaging ofthe imaging apparatus
8 is sequentially displayed in a graph. This focus value indi-
cates a degree of whether or not the imaging apparatus 8
comes into focus to a subject such as the work. That is, the
focus value corresponds to an index value for evaluating the
imaging state in the input image. This focus value has a
correlationship with an occurrence amount of edges in the
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input image. Consequently, in the present embodiment, the
focus value is calculated based on color deviation included in
the input image. As one example, the focus value is calculated
in accordance with the following equation (5).

®

The focus value = \/ > ave(C?) —ave(C)?}

C=R,GB

where ave(C) is an average value of density values of a color
C of the pixels included in the input image, and ave(C?) is a
square average value of the density values ofthe color C of the
pixels included in the input image.

As shown in FIG. 10, a horizontal axis of a graph displayed
in the focus value display window 360 indicates time, and a
vertical axis indicates the focus value concerning the input
image. In a space defined by these horizontal axis and vertical
axis, a focus value indication 3601 indicating the focus value
is plotted sequentially. That is, in the focus value display
window 360, temporal change of the focus value (the index
value) in the input image is outputted. In other words, as the
temporal change of the focus value (index value), the graph of
the focus value is displayed on the time axis.

As expressed by the above equation (5), since the focus
value employed in the focus adjustment screen 302 according
to the present embodiment is a color deviation in the input
image, a logical range of the vertical axis varies in accordance
with the ranges of the density values of the respective colors.
Thus, in accordance with a maximum value of the focus value
calculated sequentially, or the like, a display range in the
focus value display window 360 is dynamically changed.

In the focus value display window 360, the focus value
indication 3601 scrolls to the left side in a plane of paper as
time passes. That is, a latest result is displayed on the right
side in the plane of paper on the horizontal axis. Old data of
the focus value indication 3601 that cannot be contained in
the focus value display window 360 is not displayed.

The user operates the imaging apparatus 8 with reference
to the graph display in the focus value display window 360 to
adjust the focus. The focus value displayed in this focus value
display window 360 exhibits a relatively high value in a
“focused” state to a subject such as the work. This allows the
user to intuitively grasp in which direction (a direction in
which a focal position is moved to the farther side or a direc-
tion in which the focal position is moved to the closer side) the
focus of the imaging apparatus 8 is to be adjusted while
checking the temporal change of the focus value indication
3601 in this focus value display window 360. That is, the user
adjusts the zoom ring of the imaging apparatus 8 so that the
focus value indication 3601 in the focus value display win-
dow 360 exhibits a high value.

In the focus value display window 360, a maximum focus
value indicating bar 366 is displayed in association with the
focus value indication 3601. This maximum focus value indi-
cating bar 366 indicates the highest focus value (maximum
focus value) of the calculated results of the past focus values.
In the example of FIGS. 9 and 10, the maximum focus value
indicating bar 366 indicates “106.2”, and the user adjusts a
focus state in the imaging apparatus 8 so that the focus value
indication 3601 “approaches” or “exceeds” this maximum
focus value indicating bar 366 as much as possible.

In this manner, the focus value display window 360 outputs
the focus value (index value) calculated latest, and the focus
value calculated before the focus value calculated latest (pref-
erably, the maximum focus value). The graph as the temporal
change of the focus value is displayed in association with this
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maximum focus value. Moreover, the maximum focus value
indicating bar 366 indicates a position of the maximum focus
value on this graph of the focus value.

The focus value display window 360 further includes a
maximum value indication 364 and a reset button 370. The
maximum value indication 364 numerically indicates the
highest focus value in the past, which is indicated by the
maximum focus value indicating bar 366. A current value
indication 362 indicating the focus value at each time point is
arranged along with the maximum value indication 364. That
is, in the current value indication 362, the substantially same
value as that of the focus value indication 3601 is indicated.
However, because of limitation of a display area, the number
of digits of the focus value indication 3601 may be different
from the number of digits of the numerical value indicated by
the current value indication 362.

This highest focus value in the past can be reset by the user
pressing the reset button 370. This reset button 370 is used
when a focus value different from that in a normal state is
recorded in the case where the work as the subject is
exchanged, by some causes (for example, improper acquisi-
tion of the input image and the like) or the like.

In the present embodiment, in addition to the sequential
indication of the focus value, whether or not the calculated
focus value satisfies a determination condition is evaluated.
This determination condition is arbitrarily set by the user. An
example of the determination condition includes a condition
that the focus value is higher that a certain threshold value.
This determination condition (threshold value) is displayed
as a determination lower limit value indicating bar 368 in
association with the focus value indication 3601 of the focus
value display window 360. In the example shown in FIGS. 9
and 10, the determination lower limit value indicating bar 368
is displayed in association with a position of “80.0%”. That is,
when the focus value indication 3601 is located above the
determination lower limit value indicating bar 368, it is deter-
mined that the focus value of the imaging apparatus 8 at the
time point satisfies the preset determination condition.

Furthermore, a display aspect of the focus value indication
3601 may be changed between in the case where the focus
value at each time point satisfies the preset determination
condition, and in the case where it does not satisfy the deter-
mination condition. That is, the display is performed so that
the user can intuitively grasp whether the imaging is in an
“OK state” where the focus value based on the input image
acquired at each time point satisfies the determination condi-
tion, or in an “NG state” where it does not satisfy the deter-
mination condition. The display allows the user to immedi-
ately determine whether or not the imaging setting at each
time point is proper. The state may be informed not only
visually, but also by various warning sounds or the like in
combination.

As one example, when the determination condition is sat-
isfied, the focus value indication 3601 is displayed in “green”,
and when the determination condition is not satisfied, the
focus value indication 3601 is displayed in “red”. Alterna-
tively, when the determination condition is satisfied, the focus
value indication 3601 is “constantly displayed”, and when the
determination condition is not satisfied, the focus value indi-
cation 3601 is “blink-displayed”. In this manner, as the
change contents of the display aspect, “display color”, “con-
stant display/blink display”, “blink period” and the like may
be combined as needed so that the user can grasp the state at
first glance.

The determination condition is set by a focus value deter-
mination condition control 382 included in the determination
condition setting window 380. That is, the user operates the
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focus value determination condition control 382 to thereby
set the threshold value (threshold range) to reverse so that the
focus value becomes effective.

(b. Usage Example)

Next, a usage example of the focus adjustment screen 302
according to the present embodiment is described. FIGS. 11A
to 11C are diagrams each showing an example of the focus
adjustment using the focus adjustment screen 302 shown in
FIG. 9. In each of FIGS. 11A to 11C, the focus value display
window 360 and the image display window 350 in a certain
state of the focus adjustment screen 302 are displayed in
association with each other.

In FIG. 11A, an example of a state where the image is not
in focus is shown. In this case, the focus value indication 3601
of the focus value display window 360 is found to indicate a
relatively low value. As a result, in the image display window
350, the “blurred” input image in whole is displayed.

On the other hand, in FIG. 11B, an example of a state
during the focus adjustment by the user is shown. In this case,
the focus value indication 3601 of the focus value display
window 360 is found to go up as time passes. In the example
shown in FIG. 11B, a case where the focus is adjusted by
slowly turning the focus ring of the imaging apparatus 8,
thereby obtaining the maximum focus value at a certain time
point, and then, the focus value again deteriorates is shown.
This is what is called a case where an optimal focus position
is passed. Even in this case, since in the focus value display
window 360 according to the present embodiment, the maxi-
mum focus value is left as a history, the user can perform fine
adjustment of the focus of the imaging apparatus 8 with this
maximum focus value used as a target.

As aresult, the input image in optimal focus to the subject
as shown in FIG. 11C can be obtained. In the focus value
display window 360 shown in FIG. 11C, the value of the focus
value indication 3601 almost coincides with the maximum
focus value. In this state, the image display window 350, the
sharply-defined input image is displayed.

In this manner, on the focus adjustment screen 302, the
maximum focus value and the input image acquired from the
imaging apparatus 8 are displayed alongside, and by referring
to this screen, the user can check the input image in the
optimally focused state to the subject.

(c. Control Structure)

Next, a control structure to provide the focus adjustment
screen 302 is described.

FIG. 12 is ablock diagram showing the control structure to
provide the focus adjustment screen 302 according to the
embodiment of the present invention. Respective blocks
shown in FI1G. 12 are provided by the CPU 110 developing the
program (codes) stored in the hard disk 114 to the main
memory 112 to execute. The program stored in the hard disk
114 may include a plurality of modules corresponding to the
blocks shown in FIG. 12. Alternatively, a part or the whole of
the control structure shown in FIG. 12 may be implemented
by dedicated hardware and/or wiring circuitry.

Referring to FIG. 12, the image processing apparatus 100
includes, as the control structure, a buffer 252, a focus value
calculating unit 254, a history storage unit 256, a peak retain-
ing unit 258, a focus value determining unit 260, a display
data generating unit 262, and a determination condition set-
ting unit 264.

The buffer 252 temporarily accumulates the input image
obtained by the imaging of the imaging apparatus 8. That is,
the buffer 252 takes in the input image acquired by the imag-
ing apparatus 8. This input image has a data structure in which
the respective pixels are defined by the R density value, the G
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density value, and the B density value, and the buffer 252
receives access from the focus value calculating unit 254.

The focus value calculating unit 254 calculates the focus
value of the input image accumulated in the buffer 252. That
is, the focus value calculating unit 254 calculates the index
value for evaluating the imaging state in the input image.
More specifically, the focus value calculating unit 254 calcu-
lates the average value of the density values of each of the
colors of the pixels included in the input image, and a square
average value thereof, and then calculates the focus value in
accordance with the above equation (5). The focus value
calculating unit 254 sequentially outputs the calculated focus
value to the history storage unit 256, the peak retaining unit
258, and the focus value determining unit 260.

The history storage unit 256 sequentially stores the focus
value received from the focus value calculating unit 254. The
history storage unit 256 outputs, to the display data generat-
ing unit 262, information indicating temporal change of the
focus value from the latest focus value to the focus value a
predetermined period before.

The peak retaining unit 258 retains the maximum value of
the focus value outputted from the focus value calculating
unit 254. More specifically, the peak retaining unit 258 com-
pares a certain maximum focus value (an initial value) with
the focus value outputted from the focus value calculating
unit 254, and when the focus value outputted from the focus
value calculating unit 254 exhibits a higher value, the focus
value of interest is employed as the new maximum focus
value. The comparison and update processing is sequentially
repeated, thereby retaining the highest focus value (maxi-
mum focus value) of the past focus values. That is, the peak
retaining unit 258 stores the maximum value of the focus
values (index values) respectively calculated for the plurality
of input images sequentially taken in by the buffer 252.

Furthermore, the peak retaining unit 258 outputs the
retained maximum focus value to the display data generating
unit 262. Moreover, the peak retaining unit 258 resets (ini-
tializes) the retained maximum focus value in response to a
reset instruction from the user. That is, the peak retaining unit
258 is configured to reset the stored maximum focus value in
response to the user operation.

The focus value determining unit 260 determines whether
or not the focus value satisfies the preset determination con-
dition (see the determination condition setting window 380 in
FIG. 9), every time the focus value of the input image is
received from the focus value calculating unit 254. The focus
value determining unit 260 outputs the determination result
(OK state or NG state) to the display data generating unit 262.
That is, the focus value determining unit 260 determines
whether or not the focus value (index value) calculated latest
satisfies the determination condition.

The determination condition setting unit 264 sets the deter-
mination condition set by the user (see the determination
condition setting window 380 of FIG. 9) for the focus value
determining unit 260. That is, the determination condition
setting unit 264 receives the determination condition con-
cerning the focus value (index value).

The display data generating unit 262 generates the display
data for displaying the focus adjustment screen 302 shown in
FIG. 9. More specifically, the display data generating unit 262
dynamically generates the display contents of the focus value
display window 360 based on the information indicating the
temporal change of the focus value received from the history
storage unit 256. Furthermore, the display data generating
unit 262 determines the display aspect, based on the determi-
nation result received from the focus value determining unit
260. That is, the display data generating unit 262 changes the
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output aspect in accordance with the determination result by
the focus value determining unit 260.

Moreover, the display data generating unit 262 displays the
maximum focus value from the peak retaining unit 258 in the
focus value display window 360, That is, the display data
generating unit 262 outputs the maximum focus value and the
focus value (index value) calculated latest.

Furthermore, the display data generating unit 262 also
generates the data for displaying the input image acquired
from the imaging apparatus 8, and the data for providing the
user interface to set the determination condition concerning
the focus value.

(d. Processing Procedure)

Next, a processing procedure concerning the focus adjust-
ment is described.

FIG. 13 is a flowchart showing the processing procedure
concerning the focus adjustment according to the embodi-
ment of the present invention. The processing shown in FIG.
13 is started by the user performing a predetermined opera-
tion in the adjustment mode.

Referring to FIG. 13, first, the image processing apparatus
100 (the CPU 110) sets an initial value to the maximum focus
value (step S200).

The imaging apparatus 8 performs imaging to thereby
acquire the input image (step S202). Subsequently, the image
processing apparatus 100 (the CPU 110) calculates the focus
value, based on the input image (step S204). The image pro-
cessing apparatus 100 (the CPU 110) sequentially stores the
calculated focus value (step S206). Furthermore, the image
processing apparatus 100 (the CPU 110) determines whether
or not the calculated focus value exceeds the current maxi-
mum focus value (step S208).

If'the calculated focus value exceeds the current maximum
focus value (if YES in step S208), the image processing
apparatus 100 (the CPU 110) updates the maximum focus
value to the calculated focus value (step S210). The process-
ing advances to step S212.

If the calculated focus value does not exceed the current
maximum focus value (if NO in step S208), the image pro-
cessing apparatus 100 (the CPU 110) acquires the set deter-
mination condition (step S212), and determines whether or
not the calculated focus value satisfies the acquired determi-
nation condition (step S214).

If the determination condition is satisfied (if YES in step
S214), the image processing apparatus 100 (the CPU 110)
displays, on the display 102, the focus adjustment screen 302
including the focus value indication 3601 indicating the tem-
poral change of the focus value, in the aspect showing the
“OK state” (step S216).

In contrast, if the determination condition is not satisfied (if
NO in step S214), the image processing apparatus 100 (the
CPU 110) displays, on the display 102, the focus adjustment
screen 302 including the focus value indication 3601 indicat-
ing the temporal change of the focus value, in the aspect
showing the “NG state” (step S218).

Thereafter, the image processing apparatus 100 (the CPU
110) determines whether or not change of the determination
condition is instructed (step S220). If the change of the deter-
mination condition is instructed (if YES in step S220), the
image processing apparatus 100 (the CPU 110) receives the
setting of the new determination condition from the user (step
S222). The processing advances to step S224.

If the change of the determination condition is not
instructed (if NO in step S220), the image processing appa-
ratus 100 (the CPU 110) determines whether or not end of the
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focus adjustment is instructed (step S224). If the end of the
focus adjustment is instructed (if YES in step S224), then the
processing ends.

In contrast, if the end of the focus adjustment is not
instructed (if NO in step S224), the image processing appa-
ratus 100 (the CPU 110) determines which of the “through
mode” and the “freeze mode” is selected (step S226).

If'the “through mode” is selected (“through™ in step S226),
the processing in step S202 and later is repeated. On the other
hand, if the “freeze mode” is selected (“freeze” in step S226),
the processing in step S220 and later is repeated. That is, if the
freeze mode is selected, the processing for taking in a new
input image and the calculation processing of the focus value
are ceased.

<Actions and Effects>

According to the image processing apparatus according to
the present embodiment, by referring to the luminance adjust-
ment screen 300 and/or the focus adjustment screen 302, the
user can adjust the diaphragm amount and/or the focus in the
imaging apparatus 8 while evaluating the temporal change of
the effective luminance value and/or the focus value, which
are the index values for evaluating the imaging state in the
input image. This allows the user to perform optimal imaging
setting for the imaging apparatus 8.

The embodiment disclosed herein should be considered to
be not limitative but illustrative in all points. The scope of the
present invention is defined not by the above description but
by the scope of the claims, and it is intended that all modifi-
cations within the scope of the claims, and equivalent mean-
ings and a range be included.

What is claimed is:

1. An image processing apparatus connected to a display
apparatus and an imaging apparatus configured to change an
imaging setting, the imaging processing apparatus compris-
ing:
a processor configured to execute program codes for con-
trolling the image processing apparatus to function as:

an input unit configured to take in an input image of an
object in a production line acquired by the imaging
apparatus;

a calculation unit configured to calculate an effective lumi-
nance value which is according to a number of pixels
having a luminance within a preset effective luminance
range included in the input image; and

an output unit configured to output a history of the temporal
change of the effective luminance value, the history
includes the effective luminance value calculated latest
and the effective luminance value calculated before the
effective luminance value calculated latest,

wherein

the output unit is configured to display a graph of the
effective luminance value on a time axis as the history of
the temporal change of the effective luminance value,

wherein the effective luminance value is a percentage of
the number of the pixels having the luminance within the
preset effective luminance range defined by alower limit
value and an upper limit value to the total number of
pixels included in the input image,

wherein the calculation unit is configured to calculate a
percentage of the number of pixels having a luminance
which is higher or lower than the higher limit value or the
lower limit value, respectively, to the total number of
pixels included in the input image as a first ineffective
luminance value or a second ineffective luminance
value, respectively, and
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the output unit is configured to display a history of a tem-
poral change of the first ineffective luminance value or
the second ineffective luminance value, respectively.

2. The image processing apparatus according to claim 1,

5 the image processing apparatus being controlled by the pro-
gram codes to function as a receiving unit configured to
receive the lower limit value and the upper limit value.

3. The image processing apparatus according to claim 2,
wherein

the calculation unit is configured to further calculate an
ineffective luminance value which is a percentage of the
number of the pixels having a luminance without the
effective luminance range to the total number of pixels
included in the input image.

4. The image processing apparatus according to claim 1,
wherein the calculation unit is configured to calculate the
percentage of the number of the pixels having the luminance
which is higher than the upper limit value to the total number
of pixels included in the unit image as the first ineffective
luminance value, and the output unit is configured to display
the history of the temporal change of the first ineffective
luminance value, and

the calculation unit is configured to calculate the percent-
age of the number of the pixels having the luminance
which is lower than the lower limit value to the total
number of pixels included in the input image as the
second ineffective luminance value, and

the output unit is configured to display the history of the
temporal change of the second ineffective luminance
value.

5. An image processing method in an image processing
apparatus connected to a display apparatus and an imaging
apparatus configured to change an imaging setting, the
method comprising:

an input step of taking in an input image of an object in a
production line acquired by the imaging apparatus;

a calculation step of calculating an effective luminance
value which is according to a number of pixels having
aluminance within a preset effective luminance range
included in the input image, wherein the effective
luminance value is a percentage of the number of the
pixels having the luminance within the preset effec-
tive luminance range defined by a lower limit value
and an upper limit value to the total number of pixels
included in the input image;

a calculation step of calculating a percentage of the number
of the pixels having the luminance which is higher or
lower than the higher limit value or the lower limit value,
respectively, to the total number of pixels included in the
input image as a first ineffective luminance value or a
second ineffective luminance value, respectively; and

an output step of outputting a history of the temporal
change of the effective luminance value, the history
includes the effective luminance value calculated latest
and the effective luminance value calculated before the
effective luminance value calculated latest,

wherein

the output step comprises:

displaying a graph of the effective luminance value on a
time axis as the history of the temporal change of the
effective luminance value, and

displaying a history of a temporal change of the first inef-
fective luminance value or the second ineffective lumi-
nance value, respectively.

6. A non-transitory computer-readable storage medium in

which an image processing program to be executed in a
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computer connected to a display apparatus and an imaging
apparatus configured to change an imaging setting is stored,
wherein the imaging processing program causes the com-
puter to function as:
an input unit configured to take in an input image of an
object in a production line acquired by the imaging
apparatus;
a calculation unit configured to calculate an effective lumi-
nance value which is according to a number of pixels

having a luminance within a preset effective luminance 10

range included in the input image; and

an output unit configured to output a history of the temporal
change of the effective luminance value, the history
includes the effective luminance value calculated latest
and the effective luminance value calculated before the
effective luminance value calculated latest,
wherein
the output unit is configured to display a graph of the
effective luminance value on a time axis as the history of
the temporal change of the effective luminance value,

wherein the effective luminance value is a percentage of
the number of the pixels having the luminance within the
preset effective luminance range defined by alower limit
value and an upper limit value to the total number of
pixels included in the input image,

wherein the calculation unit is configured to calculate a

percentage of the number of the pixels having the lumi-
nance which is higher or lower than the higher limit
value or the lower limit value, respectively, to the total
number of pixels included in the input image as a first
ineffective luminance value or a second ineffective
luminance value, respectively, and

the output unit is configured to display a history of a tem-

poral change of the first ineffective luminance value or
the second ineffective luminance value, respectively.

7. The image processing apparatus according to claim 1,
wherein the calculation unit is configured to further calculate
an ineffective luminance value which is a percentage of the
number of the pixels having a luminance without the effective
luminance range to the total number of pixels included in the
input image.

8. The image processing apparatus according to claim 2,
wherein the calculation unit is configured to calculate the
percentage of the number of the pixels having the luminance
which is higher than the upper limit value to the total number
of pixels included in the input image as the first ineffective
luminance value, and the output unit is configured to display
the history of the temporal change of the first ineffective
luminance value, and

the calculation unit is configured to calculate the percent-

age of the number of the pixels having the luminance
which is lower than the lower limit value to the total
number of pixels included in the input image as the
second ineffective luminance value, and

the output unit is configured to display the history of a

temporal change of the second ineffective luminance
value.

9. The image processing apparatus according to claim 3,
wherein the calculation unit is configured to calculate the
percentage of the number of the pixels having the luminance
which is higher than the upper limit value to the total number
of pixels included in the input image as the first ineffective
luminance value, and the output unit is configured to display
the history of the temporal change of the first ineffective
luminance value, and

the calculation unit is configured to calculate the percent-

age of the number of the pixels having the luminance
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which is lower than the lower limit value to the total
number of pixels included in the input image as the
second ineffective luminance value, and

the output unit is configured to display the history of a
temporal change of the second ineffective luminance
value.

10. The image processing apparatus according to claim 1,
the image processing apparatus being controlled by the pro-
gram codes to function as:

a determination condition input unit configured to receive
adetermination condition concerning the effective lumi-
nance value; and

a determination unit configured to determine whether or
not the effective luminance value calculated latest satis-
fies the determination condition, wherein

the output unit is configured to switch an output aspect in
accordance with a determination result by the determi-
nation unit.

11. The image processing apparatus according to claim 2,
the image processing apparatus being controlled by the pro-
gram codes to function as:

a determination condition input unit configured to receive
adetermination condition concerning the effective lumi-
nance value; and

a determination unit configured to determine whether or
not the effective luminance value calculated latest satis-
fies the determination condition, wherein

the output unit is configured to switch an output aspect in
accordance with a determination result by the determi-
nation unit.

12. The image processing apparatus according to claim 3,
the image processing apparatus being controlled by the pro-
gram codes to function as:

a determination condition input unit configured to receive
adetermination condition concerning the effective lumi-
nance value; and

a determination unit configured to determine whether or
not the effective luminance value calculated latest satis-
fies the determination condition, wherein

the output unit is configured to switch an output aspect in
accordance with a determination result by the determi-
nation unit.

13. The image processing apparatus according to claim 4,
the image processing apparatus being controlled by the pro-
gram codes to function as:

a determination condition input unit configured to receive
adetermination condition concerning the effective lumi-
nance value; and

a determination unit configured to determine whether or
not the effective luminance value calculated latest satis-
fies the determination condition, wherein

the output unit is configured to switch an output aspect in
accordance with a determination result by the determi-
nation unit.

14. The image processing apparatus according to claim 7,
wherein the calculation unit is configured to calculate the
percentage of the number of the pixels having the luminance
which is higher than the upper limit value to the total number
of pixels included in the input image as the first ineffective
luminance value, and

the output unit is configured to display the history of the
temporal change of the first ineffective luminance value,
and

the calculation unit is configured to calculate a percentage
of the number of the pixels having a luminance which is
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lower than the lower limit value to the total number of
pixels included in the input image as a second ineffective
luminance value, and
the output unit is configured to display a history of a tem-
poral change of the second ineffective luminance value.
15. The image processing apparatus according to claim 7,
the image processing apparatus being controlled by the pro-
gram codes to function as:
a determination condition input unit configured to receive
a determination condition concerning the effective lumi-
nance value; and
a determination unit configured to determine whether or
not the effective luminance value calculated latest satis-
fies the determination condition, wherein
the output unit is configured to switch an output aspect in
accordance with a determination result by the determi-
nation unit.
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